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SUMMARY

In thiA Report the performance of low-pass power filters, suitable for

cycloconvertors which might be used for the prime electrical power supply in

aircraft,is analysed and discussed. Three types of filter are considered and

a computer program is used to determine the response of the filters when loads

of various power factors are applied. The analysis concludes that the L sec-

tion filter represents the optimum arrangement for cycloconvertor applications.
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1 INTRODUCTION

In a variable speed constant frequency (VSCF) system for an aircraft

prime electrical power supply, a cycloconvertor may be used directi; to con-

vert the variable frequency output (1.2-2.4 kidz) from the engine-" `-en

generator to the required constant frequency (400 Hz). The cyclor,,..%vertor

fabricates this output from selected portions of the generator sup, y phases,

but the waveform of each phase of output must be filtered to remove #he ripple

and harmonic components 1. This Report analyses and discusses fijler require-

ments and performance assuming two types of three phase cyclocoax'•rtor, both

of 40 kVA rating, and various loading conditions as would be mci in aircraft

electrical systems. The computer studies involved were concer',? solely with

filter performance: this was determined using equations defin,' Ln the Report

and was not influenced by any cycloconvertor interaction. Th, results are

considered, however, against the practical requirements for !rcraft VSCF

systems.

Four main factors influence the design of a suitable filter:-

(a) Waveform purity. BS 2GO00 specifies that total Aarmonic content

has to be kept below 8% of the fundamental rms voltage and no individual

harmonic is to exceed 5% of the fundamental rms voltage. The harmonic content

before filtering is depeadent on the cycloconvertor uteI and in this Report

two types are considered (see section 2).

(b) Weight. This must b! kept as low as possibit if the VSCF system

is to be competitive with constant speed drive systems for aircraft use.

(c) Reactive loads. These can cause a deterioration in the character-

istics of the filter, giving insufficient reduction in harmonics. For a

particu'lar frequency, the load which will cause the filter to resonate at this

frequency is called a critical load. The resonant frequency caused by critical

loading is dependent on the filter used, and the value of the load. This is

explained in more detail later (see Appendix B).

(d) Voltage regulation. Regulation could be complicated because the

voitage transmission factor (i.e. voltage attenuation) of the filter at the

fundamental frequency is dependent on the load, which is variable.

Three types oF filter were compared using the above criteria, a T section,

an L section, and an 'Ott filter' 2 . Whereas the first two are standard designs,

the latter was developed specifically for high power static invertors.
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The first two types of filter were theoretically analysed, feeding loads

ip to 14 kVA (single phase) with power factors between 0.5 lagging and 0.8

leading to cover operating conditions met in aircraft. The Ott filter was

only analysed as feeding resistive loads for the reasons ztated in section 6.

The source impedance is dependent on the alternator and cycloconvertor design

but is throughout assumed to be zero. This is a simplifying assumption but it

is felt that the output impedance is small compared with the impedances of

the filter components. Any inductive element in the output impedance of the

cyLloconvertor can be regarded as part of the filter.

The performance of each filter was theoretically analysed with the aid

of a computer; a description of the program is giver in Appendix A. Its suit-

ability was assessed using the results of the cycloconvertor performance

analysis in Ref.l.

2 CHOICE OF FILTER AND GENERAL DESIGN CONSIDERATIONS

The choice and design of a filter for a VSCF system is dependent on the
cycloconvertor power circuit used. In this Report two types of cycloconvertor

are considered, a three phase half wave type (Fig.l), chosen for simplicity,

and a three phase double Wye with interphase transformers (Fig.2), both of

40 kVA rating. The latter was chosen as it is the only type in commercial
nroduction, being used by the General Electric Company. In this system the

lower harmonics of the output are .ontrolled by feedback, (referred to by

the Firm as wave-shaping feedback).

A survey was made of basic filter designs and Fig.3 shows the three

chosea, the T section, L section, and Ott filter. Because of their simpli-

city, the T section, L section and 7 section filters were obvious candidates,

but the 7t section was eliminated because the circulating capacitive currents

are higher than for the T or L section filters thus increasing radiated inter-
ference and the need for screening. The Ott filter was selected as it has a

capacitive input impedance, which would eliminate the dc component from the
output voltage, and a voltage transmission factor (VTF) that can be arranged

to be virt~ally independent of load &t the fundamental frequency of 400 Hz.

Twr designs of T section filter (Fig.3a and b) weve studied varying only

in their zut-off frequency. Thus four individual filters were selected and

they will be treated individually.

Filter design depends largely on the cycloconvertor power circuit

arrangement and the number of generator phases employedl, as implied above.
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The main problem in choice and design arises because the load is variable and

thE filter is usually incorrectly terminated. This causes problems with varia-

tion of the VTF in the pass band, due to variation in the gain at the filters

natural resonance, and, after cut-off, in the attenuation band due to critical

t loading.

To explain critical loading, a filter can be represented as an impedance

in series with an emf 3 . When the imaginary part of this impedance is cancelled

by the imaginary part of the load impedance, resonances can occur and those in

the attenuation band can result in insufficient attenuation of the harmonics in

the cycloconvertor output. The load reactancep which cause these resonances

are called the critical loads. Fuller explanation is given in Ref.3. An

attempt was made to determine whether normal aircraft loads caused these reso-

nances to occur and if so whether they would be a problem.

Appendix B derives the equations for critical loads for the T and L

section filters, and graphs were plotted of the critical load reactances

versus frequency using these equations. These results are desce'ibed in the

appropriate sections. In the case of the Ott filter critical loads were not

determined as resistive loading only was considered.

The filters will now be discussed more fully.

3 LOW PASS T SECTION FILTER - MARK I

Two filters of this widely-used type were considered differing only in

cut-off frequency: they are designated Mark I and Mark II. The circuit and

component values of the Mark I filter are shown in Fig. 3a and the following

design parameters4 were used:-

(i) Cut-off freq,.ncy = the frequency at which the filter enters the

attenuation band from the pass band.

(ii) Characteristic impedance - the input impedance of the filter if

it contained an infinite number of sections. When terminated with this imped-

ance filter performance is an optimum and the impedance looking in at the

filter's input is equal to the characteristic impedance.

(iii) Natural resonant frequency - the frequency at which the VTF

reaches a maximum for a filter with its output terminals open circuit.

The values chosen for these parameters were:-
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Cut-off frequency W fc 1 kHz.0

Characteristic impedance W z0  . j M

Natural resonant frequency 715 z.

The main problem was in choosing the cut-off frequency so that the

natural resonance of the filter did not amplify the fundamental frequency and

the filter attenuated the harmonics sufficiently. As the fundamental fre-

quency was 400 Hz and the first harmonic was at 1200 Hz this was difficult

to do. As will be seea from the results of the computer analysis in section

3.1, wave-shaping feedback, i.e. a feedback loop controlling the thyristor

firing angles and thus eliminating the close harmonics, would be reeded if

this filter were used. The characteristic impedance was chosen so that cor-

rect termination was given at maximum loading.

The filter was theoretically analysed feeding unity, lagging and leading

power factor loads.

3.1 Theoretical variation of voltage transmission factor and phase shift with
load

Analysis showed that above the cut-off frequency this filter has capaci-

tive critical loads (Fig.4) which are unlikely to occur in aircraft as leading

power factor loads are not normally specified. Nevertheless, the filter was

analysed feeding leading power factor loads to see if resonances occurred or

if in fact they were damped out by the resistive component in the load.

Although the effect of several different load power factors were analysed

only three will be discussed, these being lagging power faztor loads of 0.5,

which is the most inductive likely to occur on aircraft, unity power factor

loads and leading power factor loads of 0.8. These adequately cover the filter's

perfurmance and are discussed next.

3.1.1 Unity power factor loads

Referring to Fig.5 it can be seen that if the filter was terminated

with resistances larger than z0, (i.e. loads <14 kVA) o resonance would

occur at 715 Hz giving voltage gain in the filter to frequer.cier lying in

this regioIL. The amount of gain is determined by the magnification factor (Q)
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of the filter and load conbined. This resonance would cause a variation in

the VTF at the pass frequency of 400 Hz with load, and weuld have to be

reduced by overall voltage regulation.

In this analysis, the filter attenuated for the first octave after cut-

off at a rate of 17 dB per octave for 1 kVA load and 23 dB per octave for

-ximum load but at high frequencies the rate of atttj',ation would become

the same for all resistive loads at 18 dB per ocl-ave.

The variation in phase shift between the output voltage and the input

voltage, as derived from the computer program, was quite significant and

would cause problems with the feedback loop provided for voltage regulation

in a VSCF system. The output voltage lagged the input by 60 50' for a 1 kVA

load, and by 460 6' for a 14 WVA load. In order to get balanced three phase

output, phase correction feedback would be necessary narticularly as the load

may be unbalanced.

For minimum phase shift at 400 Hz in the filter the frequency to be

passed must be as far away from the natural r-aonan# 5 :j n-y as possible,

as shown in the equation (3) below. Assuming a 'lot,s-less' filter correctly

terminated with its characteristic impedaoce, if 8 phase shift in the filter

then:-

2 LCCosaB" -I T (I

(from Ref.4).

For 900 phase shift:-

2 LC (2)

or frequency at which 8 is 900

1 C (3)

S715 Hz

which is the natural resonant frequency chosen. In this region thf phase

shift changes raridly with frequency, for ex".le with a I kVA load, the

phase shift at 400 Hz is 60 50' and at th2 cut-off frequency of approximately
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1 kHz, the phase shift is 1800. The maximum theoretical phase shift that can

occur in this type of filter is 2700 at infinite frequency.

In thio filter the cut-off frequency could not be raised .o reduce the

above problem, as inadequate attenuation of the harmonics would result unless

wave-shaping feedback were employed to remove low frequency harmonics such

as the third. This highlights the problem in filter design caused by conflict-

ing requirements.

For resistive loads the filter gave excessive phase shift with heavy

loading and had inadequate attenuation to deal Tth much more than 10% third

harmonic. From Fig.5 it appears that any second harmonic (at 800 Hz) would

be greatly amplified,

3.1.2 Lagging power factor loads

For lagging power factoi loads the resonance below 'cut-off' would be

caused by critical loading, which, as can be seen from Fig.4, is irjuctive

between the cut-off and natural resonant frequencies of the filter (i.e.

an inductive load, if of high enough Q, would cause a resonance in the pass
band of this filter). However as can be seen from Fig.6, loads of 0.5 pF
lagging would not greatly affect the cut-off frequency which remained fairly

constant, but would cause a slight deterioration in the regulation of the
f.ilter at 400 Hz compared with unity power factor loads.

For 1 kVA loads the phase shift was 4 016' and for 14 kVA loads it was

14 31'.

On lagging loads the rate of attenuation for the first octave above

cut-off ;.:s less than fvr a similar kVA rating or resistive loading, due to

a shift in the position of the resonance below cut-off with load reactance.

Also less damping of the resonance, was present for a given kVA compared

with -sistive Ioadi, due t%, the fact that the filter was delivering less

real power to the load. However at high frequencies the rate of attenuation

for these loads becomes the same at 18 dB per octave.

Concluding it would appear that on inductive loads the phase shift at

tLli fundamental is less but the attenuation is still insufficient to deal

with the lower harmonics without wave-shaping feedback.

3.1.3 L ading power factor loads

With capacitive loads there are two possiblc regions of voltage gain

(see Fig.4), one below the natural resonant frequently, and one above the
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cut-off frequency of the filter. The problems caused by this latter resonance

were stated briefly, in the introduction. The voltage gain at resonance is

determined by the combined 'Q' of the filter and load. It was found that no

* region of voltage gain was present above about 1.2 kHz, for leading power

factor loads up to 0.8 power factor. This was due to the damping of the

resonance by the resistive part of the load. However, as shown in Fig.7 the

distortion in the filter's attenuation characteristics caused by the critical

loadiag could amplify any third harmonic and insufficiently attenuate the

others. A graph showing the valu3 of load reactance to cause a resonance at

a particular frequency is shown in Fig.4. The resistive part of the load

does not altcr the position of the resonance but only alters the magnitude.

At high frequencies the rate of attenuation with frequency was 24 dB per

octave.

The phase shift in the filter at the pass frequency for 0.8 leading

power factor loads, again became excessive with heavy loading. At 1 kVA

it was 60 30' whereas at 14 kVA the phase shift was 660 46'.

Summarising it can be seen that the filter is inadequate for leading

power factor loads.

3.2 Variation of current transmission factor (CTF) with load

Ir standard filter circuits, this parameter is not usually considered

but it becomes very important when considering high power filters. Current

transmission factor is defined as Liie ratio cuirent out of filter to current

into filter. The larger the intdt current needed to give the appropriate

output current, the heavier the wiring and the larger the thyristors in the

cycloconvercor needed to handle it. The alternator would also have to be

capable of delivering sufficient current to the cycloconvertor to give the

desired output current. For example if the CTF - 0.5 on maximum loal the

alternator and cycloconvertor would have to be capable of supplying twice the

maximum load current. As the voltage transmission factor is fairly constant

with load, this would mean that for a 40 kVA system the alternator would have

to be able to supply 80 kVA. Thus, it is important to use a filter with a

CTF as near unity as possible with heavy loads. Table I shows the CTF for

different loads on the Mark I filter. The results in the table were calculated

oy the computor from the program described in Appendix A.
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Table 1

Iyariation of the current transmission factor with load for the Mark I filter

Power factor kVA CTF

-0.5 (lagging) 1 0.106

-0,5 (lagging) 14 2.54

1.0 1 0.099

1.0 14 0.988
+0.8 (leading) 1 0.096
+0.8 (leading) 14 0.79

As can be seen from the table the CTF deteriorates as the load decreases:

this was confirmed in the laboratory using a 'breadboard' cycloconvertor. The

curren, which flows in the filter but not in the load due to the shunting

effect of the Jilter capacitor is however 'wattless' power, i.e. the input

power factor of the filter is almost zero on light loads.

For the maximum load cases the minimum CTF was 0.79 on capacitive load

of 14 kVA. For resistive loads it wac virtually unity at 14 kVA. For induc-

tive loaes the filter's input impedance became virtually resistive at 14 kVA

loading, Mhe CTF for a ±oad of 14 kVA, 0.5 pF was higher than would be

expected if the VTF was unity:-

Input current to filter x input voltage to filter x power facto- of filter

plus load

,- current cut of filter x voltage out of filter x power factoz of load

or

CTF × VTF . piuer factor of filter plus load
power factor of load

If the VTF = 1 and Load PF = 0.5,

fR maximum CTF, power factor ef filter plus load, must be unity and therefore

CTF = =20.5

However the figure of 2.54 for the CrF with a load of 14 kVA at 0.5 -F
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It was considered that for this filter the variation of CTF with load

would not cause serious problems.

4 LOW PASS T SECTION FILTER - MARK II

It was observed whilst analysing the Mark I filter., that the VTF

remained constant with load at the cut-off frequency and was also equal to

unity, in a 'loss-less' filter. This section describes a filter with cut-off

frequency equal to the pass frequency of 400 Hz, the aim being to discover

if there were any disadvantages which would outweigh its regulation advantage.

With cut-off at 400 Hz it was thought that the natural rcsonance of the

filter would no longer cause variation in the VTF of the filter at 400 Hz,

and also that attenuation of the harmonics would be greater.

The filter (Fig.3b) had the following design parameters:-

Cut-off frequency - A 400 Hz.
7TA LC

Characteristic impedance - z0  - 1 = 1 •.

Natural resonant frequency - 1 281 Hz.

The filter was analysed using the same load parameters as in the

previous case.

4.1 Theoretical variation of voltage transmission factor and phase shift
with load

From Fig.8 it can be seen that the critical loads for this filter were

capacitive above cut-off, and indu:tive or capacitive below cut-off. Thus

they affected attenuation of the filter for leading power factor loads only.

The main physical disadvantage of this filter in practice would be its

weight, as inductances of 400MH capable of taking 120 A would be heavy, as

would be an 800 UF capacitor capable of dealing with currents of the order of

100 A. The electrical performance is given below.

4.1.1 Unity power factor loads

As can be seen from Fig.9, the natural resonance caused by incorrect

termination no longer affects the VTF at 400 Hz, the variation in the VTF at



12 088

400 Hz of 1 dB hetween the 1 kVA and 14 kVA loads, being caused by the voltage

drop in the resistances of the filter's inductors. These resistances were

calculated by extrapolating the zeasured dc resistance of the Hark I filter.

By winding the inductors wit•' heavier gauge wire this loss could be reduced

but at an increased weight penalty.

From Fig.9 it can be seen that the filter a*tenuates during thi first

octave after cut-off at a rate of 18 dB per octave for 1 kVA loads, and 24 dB

per octave for full load. At high frequencies the rate of attenuation for

these loads would btcome 18 dB per octave as may be confirmed theoretically.

Ihe attenuation would be sufficient for both types of cycloconvertor.

Unfortunately it was found that the phase shift in the filter would be

very large at 400 Hz due to the positioning of the cut-off frequency. For

instance for 1 kVA loads, the output voltage lagged the input voltage by

1730 2' and for 14 kVA loads this increased to 1740 45'. TIhe phase shift was

of this magnitude for all loads regardless of power factor and could cause

problems with voltage regulation feedback as the response time would be

insufficient for fast regulatioi'.

4.1.2 Lagging power factor loads

These loads would modify the position cf the natural resonance of the

filter due to inductive loads causing resonances below cut-off. However, as

shown in Fig.l0, this would not affect the VTF at 400 Hz. The difference

between the rate of attenuation for resistive and reactive loads was explained

in section 3.1.2.

The phase shift was excessive. For 1 kVA loads it was 172 53' and for

14 kVA loads it was 1680 24'.

4.1.3 Leading power factor loads

These loads (Fig.ll) would cause resonances in the attenuation band.

on light loads, the resistive component in the load would not sufficiently

damp out the resonance due to the capacitive component and a deterioration

in the atcenuation characteristics of the filter would result. As in the

case of the Mark I filter, this filter would not be suitable for feeding

leading power factor lcads. At high frequencies the rate of attenuation with

frequency was 18 dB per octave.

4.2 Theoretical variation of current transmission factor :ith load

The following table summatiqes the results obtained from the computer

analysis.
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Table 2

Variation of current transmission factor with load for the Mark II filter

Power factor kVA CaF
-0.5"
-0.5 (lagging) 1 0.036

S -0.5 (lagging) 14 0. 348

1 1 0.037

1 14 0.442

+0.8 (leading) 1 0.038

+0.8 (leading) 14 0.608

The figures are inferior to those obtained for the Mark I filter as would

be expected with the l8cger filter capacitor. It means that the current

rating of the system would have to be more than double the full load current,

a serioius disadvantage making the whole system bulkier and heavier.

5 !OW PASS L SECTION FILTER

As the rate of attenuation, after cut-off, for an L section filter is

les than that for a T section filter due to the latter's extra inductance, it

was apparent that thp - section filter would be unsuitable for the three phase,
',4If wave type of cycloconvertor unless wave-shaping feedback was employed.

It was thus decided to analyse the performance of the L section filter use-! in
5the Ceneral ElectriL Company's VSCF systeru". In this system the lower harmonics

are controlled by wave-shaping feedback, so the filter's cut-off frequency is

higher and its weight lower. Theory has shown that the first harmonic this

filter hAb to ,.tenuate is the elevejith if wave-shaping feedback is employed.

No practical tests _,uld be cairied out on this system due to its non-

avail ability.

For a 40 kVA syst-m, this filteý has the fcilowing design parameters:-

Cut-off frequency 1 - 1680 Hz.
S4 2LC

Natural resonant frequency = 21200 Hz.

(For derivation of formulae see Ref.4.j
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This filter was analysed using the same load parameters as for the previous

filters.

* 5.1 Theoretical variation of voltage transmission factor and phase shift
Swith load

This filter is critically loaded by inductance above the natural resonant

frequency (Fig.12). Although the inductances to .°ause resonances in the atten-

uation region occur in the load, in przctice they always have a re,.istive

component, Zero power factor loads are not specified. It was endeavoured

to discover if these resistances lowered the overall Q suffir~ently to prevent

resonance at these frequencies.

5.1.1 Unity power factor loads

As can be seen from Fig.13, the natural resonance of the filter i6

sufficiently removed from 400 Hz to have little effect on the VTF at this

frequency. This is an advantage over the T filter, Mark I, and eases the

voltage regulation problem. Attenuation is at the rate of 18 dB per octave

for the first octave after cut-off, and this is independent of the load kVA

rating. At high frequencies the rate of attenuation becomes 12 dB per octave.

This should be adequate in reducing the ripple components in the General

Electric system.

The phase shift in this filter at 400 Hz is fairly small, i.e. 45' lag

for 1 kVA loads and 10 12' lag for 14 kVA loads. The low value of phase

shift is a by-product of having the cut-off frequency further from the pass

frequency than in the case of the other filters described. It is thought

that the phase-shift in this filter is not sufficient to cause any problems

with voltage regulation feedback. However with unbalanced loading a phase

correction network would be needed to maintain the 1200 phase shift between

the output phases.

5.1.2 Lagging power factor loads

In this case itical loads could cause resonance in the attenuation

band, but as is evident from Fig.14, they have no effect on the attenuation

characteristics of the filter. This was found to be so for the whole range

of inductive loads specified for aircraft. They would become a problem only

if the filter were heavily loaded (40 kVA per phase) on virtually zero power

factor (<0.1). These conditions are outside the specification. The only

resonance which would occur in practice is at the natural resonant frequency

of the filter due to incorrect termination.
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N •The rate of attenuation is the same as that for unity power factor

loads.

5.1.3 Leading power factor loads

Capacitors would cause critical loading for this filter below the

natural resonant frequency. They would produce resonances causing decreased

cut-off frequency on beavy loads (Fig.15). This, however, would not appreci-

ably affect the VTF at 400 Hz and, would improve attenuation as compared with

lagging and unity power factor loads.

5.2 Theoretical variation of the current transmission factor with load

The table summarises the results obtained.

Table 3

Variation of current transmission factor with load for the L section filter

Power factor kVA CTF

-0.5 (lagging) 1 0.11

-0.5 (lagging) 14 1.91

1 1 0.10

1 14 0.82

+0.8 (leading) 1 0.09

+0.8 (leading) 14 0.65

The above figures are better than those obtained for the Mark II T

section filter but not quite as good as those obtained for the Nark I T

section filter. However although on light loads the CTF is poor, it is not

significantly worse than the Mark I filter and is a fault common to all

power filters, due to the low characteristic impedance (z0 ) i,'quired. This

causes the capacitor size to be large. In low power filters the capacitor

size can be reduced and the inductor values increa, '..

6 THE OTT2 FILTER

This filter, Fig.3d, was designed for use with high power invertors.

Its four main features are:-

(1) VTF virtually independent of load,

(2) high harmonic attenuation,
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(3) series capacitor eliminates the dc component,

(4) a means to commutate the invertor's thyristors due to its input

impedance being capacitive. (There is no requirement for this in naturally

commutated cycloconvertors.)

The filter component values indicated in the figure, were calculated as

follows:- Design impedance, zD IQ as zD << minimum load impedance (I Q).

WD :- 2514 iad/s = fundamental angular frequency

C 1 ^ 133 PFCA 6 ZDWD

CA

SB 3z - 266 IF

zDD

9 A D 900 PH

L ZD 199i PH
B zD

(Formulae obtained from Ref.2.)

It was considered that the size of LA and the overall weight would be

prohibitive for aircraft use, and so the filter was analysed feeding resistive

loads only but the results are included as they might be of interest.

As the aialysis was not taken any further critical loads were not

investigated.

6.1 Variation of voltage transmission factor, phase shift and current trans-
mission factor wich load

As can be seen from the graph in Fig.16, resonance would occur at

560 Hz but this would not affect the VTF at 400 Hz, which would remain

constant at 3 dB loss. Performance at 400 Hz is summarised in the following

table.

Table 4

V
Load VTF -out V-- Phase shift

V.in

80Q,= 0.165 kVA 0.67 0.19 30 5'
i Q•- 13.2 kVA 0.61 1-0- 3o ?A,
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Both CTF and VTF at 409 Hz would be lower than that for the other filters

considered. The low VTF would be a serious disadvantage as the cycloconvertor

voltage would have to be nearly twice the nominal rating for all loads. This

would be reflected in ircreased bulk and weight of the entire generation

system. The phase shift in the filter would be low but not enough to out-

weigh the disadvantages.

7 CONCLUQIýYN

The design of high power filters for use with cycloconvertors is a

compromise in both physical construction and electrical performance. It was

found that the low pass L section filter would be the best compromise, pro-

vided the cycloconvertor was of the double Wye type and employed a wave-

shaping feedback circuit to reduce the harmonic content of the output wave.

Unlike the T section filters, it would not be affected by critical resonances

above the cut-off frequency when on leading power factor loads and only

affected in extreme cases with lagging power factor loads. Results of the

analysis also indicated that the performance would be satisfactory with

unity and lagging power factor loads as regards attenuation and that there

would be no serious prcblem with voltage regulation. Although the current

transmission factors were not the best found in the analysis, they were

acceptable being unlikely to cause significant penalties in bulk and weight.

Use of the leakage inductance of the inter-phase transformers (essential in

the double Wye circuit) as filter inductance offers the possibility of use-

ful weight saving. Thus it is evident that the General Electric Company's

choice of the L section filter and wave-shaping feedback gives the optimum

arrangement in their design.

Despite its higher rate of attenuation, the low-pass T section filter

Mark I would also need wave-shaping feedback to remove the lower harmonics

and would therefore offer no advantage over the L section filter in this

respect. It would be heavier because of the need for an extra inductor,

and likely to be inadequate for leading power factor loads - should these

occur. For unity power factor loads the variation of phase shift with load

would be greater than for the L section filter and could cause problems with

voltage regulation on unbalanced loads.

The Mark II version of this filter also exhibited some unsatisfactory

performance characteristics. F~r unity and lagging power factor loads,

phase shifts would Le even gieater than with the Mark I filter, of magnitudes
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likely to cause unsatisfactory voltage regulation because of poor response in

the regulation feedback circuits. With these loads, however, attenuation

Swould be acceptable, but not with leading power factor loads. For all the

loading conditions asstmed, current transmission factors would be unaccept-

ably low imposing serious bulk and weight penalties.

Although the Ott filter has gained acceptance for use with high power

invertor circuits, its application in cycloconvertors is unattractive because

of excessive weight. This is due to the series capacitor required to carry

full-load current, and to the first series inductor. While the capacitor aids

commutation and reduces the dc content in invertors, these auxil:'ary functions

are not relevant in the cycloconvertor.

8 FUTURE WORK

It is intended to verify the results of the analysis of the I. section

filter in a forthcoming evaluation at RAE of a 60 kVA VSCF system desigr.ed and

manufactured by the General Electric Company.

During future investigations of alternative forms of cycloconvertor at

RAE, further information on filter performance will be gained. Although this

should prove useful in expanding knowledge, it would be more satisfactory if

an extensive study could be arranged of filters for high power ac circuitE.

There has been a tendency to neglect this field.
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Apndix A

A BRIEF DESCRIPTION OF THE COMPUTER PROGRAM USED TO DETERMINE THE

FREQENCY RESPONSE OF A FILTER

A simplified flow chart of this program is shown in Fig.17. For a

particular load power rating and power factor the program calculates the cor-

responding load impedance and adds it to the output of the filter. It then

determines the frequency response of the loaded filter for a range of fre-

quencies from 10-10000 Hz, generated by an internal program drop. The program

was easily modified, when required, to determine the frequency response for

load power ratings of less than I kVA (or greater than 14).

Below is a brief description of the input data needed for the program

and the output format.

Input data

(1) Filter component values.

(2) Output voltage required from the filter to be applied across the

load - Vout.

(3) Power factor of the load - pF.

(4) Frequency of the output voltage, (in all cases 400 Hz).

Output data

For each case the program points out:-

'1 Output voltage from filter I
(I) I Input voltage to filter VTF, as a ratio and also in

IIptvoltage to filterdeilsI decibels.

() Output current from filter into load
(2) Input curre.-t to filter =

(3) The real and imaginary terms of the VTF to enable the phase

shift in the filter to be determined with the aid of (4).

(4) Tan 0 where 4 = phase shift caused by the filter. For a

phase shift of more than 90 (3) above gives the quadrant in which the output

voltage lies with reference to the input voltage, so that the phase shaft can

be determined for all cases.

The computer also prints out the calculated load values depending on power

factor and kVA rating:-
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RL - load resistance,

CL - load capacitance, for leading powat factor loads,

LL - load inductance, for lagging power factor loads,

ZL = load impedance.

I
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Appendix B

DERIVATION OF CRITICAL LOAD EQUATIONS

Here the equaticn.. for determining che crirical load reactance for a

given frequency, for a T section filter, and an L section filter are derived.

For simplificaticn the filters are apsumel to hove no resistive components.

B.1 L serntion filter

Refetring to Fig.18 it can be seen chat tve impedance of the filter

looking in at Q, the output, with the input shert circuited is given by:-

"- LW X
ZSCOP - L - (B-l)

2 wC

where ZSCQP' Thevinim's impedance,

= j Q (B-2)

w2LC - 2

For the filter to be critically loaded, i.c. voltage resonance to

occur, the load's reactance nrmst cancell this impedance.

Therefore

load reactance - +j•L f (B-3)
w 2LC- 2

If the value of equation (B-3) is positive, the load is inductive, and

if negative, the load is capacitive.

wL is p:sitiie when

w LC- 2

w>J (B-4)

where w 2fff.

Now w is the natural resonant angular frequency for this type

of filter. So fox frequencies greater than this, inductive loads can cause
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resonance, and for frequencies less than the natural resonant frequency of the

filter, capacitive loads can cause resonance.

The equation for the critical loads of an L section filter (B-3), is

plotted in Fig.12.

B.2 T section filter

Referring to Fig.19 it can be seen that the impeeince of the filter

looking in at Q, the output, with the input short circuited is given by:-

ZSCQP = 2W (w 2 L - (B-5)2 w (LC - 2)

= jwL (w2 LC 2)) . (B-6)

For the filter to be critically loaded, the load's reactance must

cancel this irmedance.

Therefore

loae reactance - -jwL ( 2L 2 2)) (B-7)

When this term is positive the load is inductive and when negative the load

is capacitive.

For (B-7) to be positive then

-2 LC 2)

must be negative.

By inspection it can be seen that this is so if

2 <W L2C < 4 -

i.e. limits are

SLC • 2 (B-8)
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(B-9)

and

k WLC < 4 (B-10)

W2

NOTE w - is the natural resonant angular frequency of the filter

2

and w 2. is the cut-off anK.lar frequency of the filter.

For (B-7) to be negative then:-

(W L2 *C 2))

must be positive.

For this to happen, either

2
* LC - 2

is negative in which case

* < (B-12)

T2C

or

> 21 (B-13)

(W 2LC - 2)

therefore

2w 2 (B-14)

Therefore the load reactances to cause resonance in this filer are:-
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Capacitive for frequencies up to the natural resonant frequency.

Inductive for frequencies between the natural resonant frequency and

the cut-off frequency.

Cipacitive for frequencies above the cut-off frequency.

The equation (B-7) for the critical loads for the Mark I and Mark II

T section filters is plotted in Figs.4 and 8 respectively.

I
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